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معرفی محصول

)۱( قوطی کلید
 )۲( پیچ قوطی برق
)۳( پنل کریستال

کنترل
جنس پنل

ولتاژ ورودی
توان خروجی

عمر مفید
دمای مناسب

رطوبت هوا
ابعاد

سازگار با

استانداردها
ملاحظات

۱. توجه داشته باشید که قبل از نصب، فیوز اصلی برق را قطع کنید.
۲. حداکثر توان به ازای هر پل 600 وات است. لذا، از اعمال اضافه بار 

خودداری نمایید.

Touch & remote controlled 
Tempered crystal panel 
110-250VAC 50 / 60 Hz
600W (3A) per gang (Max.)
100,000 times at least
-25 ... +60 °C
≤ % 93
86 x 86 x 44 mm
Fluorescent, Energy savers, 
Incandescent & LED bulbs
CE, RoHS

(1)

(2)

(3)

نصب کلید

1.قطع فیوز برق
       اخطار

برای جلوگیری از خطر برق گرفتگی، قبل از 
نصب و استفاده این محصول فیوز برق را 

قطع نمایید.
2.تشخیص سیم ها 

سیم های برق فاز )LIVE(، نول 
)NEUTRAL( و برگشتی از لامپ یا بار 

)LOAD( را مشخص کنید. در صورت نیاز 
روکش پلاستیکی آن ها را به میزان لازم 
جدا نمایید. همچنین، دو رشته سیم فاز 

و نول را برای اتصال به تغذیه کلید لمسی 
آماده کنید.

3.سیم بندی کلید
پیچ ترمینال های کلید لمسی را باز کنید 

و سیم های فاز، نول و بار را به ترتیب 
به ترمینال های N، L و L1 تا L4 متصل 

نمایید.
4.برداشتن درپوش شیشه ای

با قراردادن پیچ گوشتی دوسو در شیار 
مشخص شده در پایین درپوش کلید و 

چرخاندن آن، پنل شیشه ای را از کلید 
لمسی جدا کنید.

Live
Load

Neutral

نصب کلید

5.قرار دادن کلید در قوطی برق
روش اول: نصب توسط پیچ های قوطی 

برق
کلید را درون قوطی برق قرار داده و توسط 

پیچ گوشتی پیچ های قوطی را ببندید.
روش دوم: نصب توسط چنگه

کلید را درون قوطی برق قرار داده و با 
پیچ گوشتی پیچ های چنگه را ببندید تا به 

طور ثابت در جای خود قرار گیرد.
6.اتصال درپوش شیشه ای 

درپوش شیشه ای را روی کلید قرار دهید 
و آن را در جای خود محکم کنید.

7.اتصال فیوز برق
در انتها فیوز اصلی برق را وصل کنید و 

صفحه شیشه ای را لمس نمایید.

)جهت نصب دو کلید کنار هم فاصله مرکز 
قوطی های برق باید 91mm باشد.(

تنظیم ریموت

۱. برق کلید را متصل نمایید. پل  اول را 
 LED برای ۵ ثانیه لمس کنید تا نشانگر
برای ۵ ثانیه به سرعت و با رنگ نارنجی 
چشمک بزند. این وضعیت به معنی وارد 

شدن کلید به حالت تنظیمات است.
۲. در این حالت، یکی از دکمه های ریموت 

را برای تنظیم حالت روشن )ON( فشار 
دهید. پس از آن، نشانگر LED به آرامی 

و برای ۳ ثانیه با رنگ نارنجی چشمک 
می زند.

۳. بلافاصله نشانگر LED برای ۵ ثانیه 
به سرعت و با رنگ آبی چشمک می زند. 
در این حالت دکمه دیگر ریموت را برای 

تنظیم حالت خاموش )OFF( فشار دهید. 
۴.پس از دریافت صحیح کد توسط کلید 

هوشمند، نشانگر LED به آرامی با رنگ 
آبی برای ۳ ثانیه چشمک می زند و از 

حالت تنظیم خارج می شود.
۵. مراحل ۱ تا ۴ را می توان برای دومین 

پل کلید لمسی تکرار کرد. با فشردن 
دکمه های ریموت، کلید مورد نظر روشن یا 

خاموش می شود.

حذف ریموت
۱.پل  اول کلید را برای مدت ۵ ثانیه لمس کنید. در این حالت نشانگر LED برای ۵ ثانیه 

به سرعت و با رنگ نارنجی چشمک می زند. این وضعیت به معنی وارد شدن کلید به 
حالت تنظیمات است.

۲.پس از آن، نشانگر برای مدت ۵ ثانیه دیگر با رنگ قرمز به سرعت چشمک خواهد زد.
۳.در این وضعیت، با فشردن هر دکمه دلخواه از ریموت کنترل، تنظیمات روی اولین پل 

کلید لمسی حذف می شود.
۴.مراحل ۱ تا ۳ را می توان برای دومین پل کلید لمسی تکرار کرد. 
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Product Overview

Control
Cover
Input Voltage
Output power
Lifetime
Temperature
Humidity
Dimensions
Works with

Standard

Parameters
Touch & remote controlled 
Tempered crystal panel 
110 - 250VAC 50 / 60 Hz
600W (3A) per gang (Max.)
100,000 times at least
-25 ... +60 °C
≤ % 93
86 x 86 x 44 mm
Fluorescent, Energy savers, 
Incandescent & LED bulbs
CE, RoHS

Notes

1.Before working on the product, please disconnect the power 

supply and cover up live parts in the working environment.

2.The Maximum Power is 600W/Gang. Do not overload to use 

this product.

(1) Back box
(2) Wall box screw
(3) Glass panel

(1)

(2)

(3)

Switch Installation
1.Turn power off at circuit breaker!

Warning: May result in serious injury or 
death. Turn off power at circuit breaker 
before installing.

2.Identify wires

Identify the wires that should be 
connected to the terminal screws, 
includes Live, Neutral and Load wires.

3.Wiring

Push wires firmly into L, N and L1 to L4 
terminals respectively and tighten 
terminal screws so that wires are held 
securely. No bare wires should protrude 
from the terminals. Ensure correct wires 
are connected to the correct terminals, if 
incorrectly wired, this could damage the 
switch.

4.Remove the glass panel

Using a small flat screwdriver remove 
the glass panel by placing the 
screwdriver in the location notch on the 
bottom part of the cover and twist to 
unclip the cover.

Live
Load

Neutral

Switch Installation
5.Install the switch into the wall box

Method1: With wall box screws 
Carefully fold wires into the wall box. 
Mount back box to the wall box with 
screws provided. Tighten screws just 
enough to hold back box in place. Do 
Not over-tighten.
Method2: With claws
Carefully fold wires into the wall box. 
Mount back box to the wall box with 
embedded claws. Tighten claw screws 
just enough to hold back box in place. 
Do Not over-tighten.

6.Re-attach the glass panel

Align the glass panel over the switch 
(A) and firmly push (B) to click into 
place. 

7.Power on

Once the power is on, touch the panel 
to turn on the light.

(To install two switches near each 
other the space between the 
centerline of wall boxes must be 
91mm.)

Pairing a remote 

1.Turning on the power at the main 
fuse panel. Touch and hold the active 
touch area of the switch (gang 1) for 5 
seconds and wait for the fast orange 
LED blinking.

2.Press and hold a button on the 
remote control and release after you 
see slow orange LED blinking for 3 
seconds. Once paired, the paired button 
will only turn on the paired gang.

3.After pairing the first button, the LED 
blinks fast with the blue color for 5 
seconds, wait for the second pairing 
process.

4.Again, press and hold a button on the 
remote control and release after you 
see slow blue LED blinking for 3 
seconds. This paired button will only 
turn off the paired gang.

5.Step 1 to 4 can be done for the 
second gang. By pressing paired keys 
of remote control, the paired gang will 
turn on and off respectively.

Un-Paring a remote
1.Turning on the main power supply. Touch and hold the active touch 
area of the switch for 5 seconds and wait for the fast orange LED 
blinking.
2.After 5 seconds, the red LED will blink fast for another 5 seconds.
3.At this time, pressing and holding any button on the remote control 
will un-paired the remote.
4.Step 1 to 3 can be done for the second gang.
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کلید ترکیبیکلید تبدیل
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L
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LOW SPEED

HIGH SPEED

کلید کولرکلید 1 تا 4 پل

نقشه سیم کشی


