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Zigbee Smart Switch
Installation Guide

EN/FA

Product Overview Product Overview
Control
Cover
Input Voltage
Output power
Lifetime
Temperature
Humidity
Dimensions
Works with

Standard

Touch & mobile control
Tempered crystal panel 
110 - 250VAC 50 / 60 Hz
6A per gang (Max.)
100,000 times at least
-25 ... +60 °C
≤ % 93
86 x 86 x 44 mm
Fluorescent, Energy savers, 
Incandescent & LED bulbs
CE, RoHS

Notes

1.Before working on the product, please disconnect the power 

supply and cover up live parts in the working environment.

2.The Maximum Power is 6A per gang. Do not overload to use this 

product.

3. Please use Ferrules to secure the wire connection to switch 

terminals.

(1) Back box
(2) Wall box screw
(3) Glass panel

NSH-TX.4-ver 1.0.1

Switch Installation
1.Turn power off at circuit breaker!

         Warning: May result in serious injury 
or death. Turn off power at circuit breaker 
before installing.

2.Identify wires

Identify the wires that should be 
connected to the terminal screws, 
includes Live, Neutral and Load wires.

3.Wiring

Push wires firmly into L, N and L1 to L4 
terminals respectively and tighten 
terminal screws so that wires are held 
securely. No bare wires should protrude 
from the terminals. Ensure correct wires 
are connected to the correct terminals, if 
incorrectly wired, this could damage the 
switch.

4.Remove the glass panel

Using a small flat screwdriver remove the 
glass panel by placing the screwdriver in 
the location notch on the bottom part of 
the cover and twist to unclip the cover.

Live
Load

Neutral

Switch Installation
5.Install the switch into the wall box

Method1: With wall box screws 
Carefully fold wires into the wall box. 
Mount back box to the wall box with 
screws provided. Tighten screws just 
enough to hold back box in place. Do 
Not over-tighten.
Method2: With claws
Carefully fold wires into the wall box. 
Mount back box to the wall box with 
embedded claws. Tighten claw screws 
just enough to hold back box in place. 
Do Not over-tighten.

6.Re-attach the glass panel

Align the glass panel over the switch (A) 
and firmly push (B) to click into place. 

7.Power on

Once the power is on, touch the panel to 
turn on the light.

(To install two switches near each 
other the space between the centerline 
of wall boxes must be 91mm.)
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کلید کولرکلید 1 تا 4 پل

نقشه سیم کشی

Tuya Smart Life app
IMPORTANT: Before pairing the Nestech 
Smart Switch, please add and setup the 
iNest Smart Zigbee Gateway to the 
Smart Life app.

1. Scan the QR code or 
search Smart Life in IOS 
APP store or Google play.

2. Open the Smart Life app, 
select Add Device, then 
select the scan button .

3. Touch and hold the active 
touch area of the switch for 
10 seconds and wait for the 
LED blinking .

4. After the Nestech Smart 
Switch has been discovered, 
select it to complete the 
pairing process.

5. As can be seen, the device 
is now added successfully to 
the Smart Life application.

6. Now you can control the 
smart switch remotely from 
the access panel.



معرفی محصول نصب کلیدنصب کلیدمعرفی محصول

)۱( قوطی کلید
)۲( پیچ قوطی برق
)۳( پنل کریستال

کنترل
جنس پنل

ولتاژ ورودی
توان خروجی

عمر مفید
دمای مناسب

رطوبت هوا
ابعاد

سازگار با

استانداردها

ملاحظات
ـی بــرق را قطــع  1. توجــه داشــته باشــید کــه قبــل از نصــب، فیــوز اصلـ

ــد. کنی
ــذا، از اعمــال اضافــه  ــه ازای هــر پــل 6 آمپــر اســت. ل 2. حداکثــر تــوان ب

ــار خــودداری نماییــد. ب
3. جهــت اتصــال ســیم‌ها بــه ترمینال‌هــای کلیــد حتمــا از ســر ســیم 

ــد. ــل شــو( اســتفاده کنی )کاب

1.قطع فیوز برق
       اخطار

ــل  ــرای جلوگیــری از خطــر برق‌گرفتگــی، قب ب
از نصــب و اســتفاده ایــن محصــول فیــوز 

ــد. ــرق را قطــع نمایی ب
2.تشخیص سیم‌ها 

نــول   ،)LIVE( فــاز  بــرق  ســیم‌های 
بــار  )NEUTRAL( و برگشــتی از لامــپ یــا 
)LOAD( را مشــخص کنیــد. در صــورت نیــاز 
روکــش پلاســتیکی آن‌هــا را بــه میــزان لازم 
جــدا نماییــد. همچنیــن، دو رشــته ســیم 
فــاز و نــول را بــرای اتصــال بــه تغذیــه کلیــد 

لمســی آمــاده کنیــد.
3.سیم‌بندی کلید

پیــچ ترمینال‌هــای کلیــد لمســی را بــاز کنیــد 
ــب  ــه ترتی ــار را ب ــول و ب ــاز، ن و ســیم‌های ف
بــه ترمینال‌هــای N، L و L1 تــا L4 متصــل 

نماییــد.
4.برداشتن درپوش شیشه‌ای

بــا قــراردادن پیچ‌گوشــتی دوســو در شــیار 
مشــخص شــده در پاییــن درپــوش کلیــد 
ــد  ــل شیشــه‌ای را از کلی ــدن آن، پن و چرخان

ــد. لمســی جــدا کنی

5.قرار دادن کلید در قوطی برق
روش اول: نصــب توســط پیچ‌هــای قوطــی 

بــرق
و  داده  قــرار  بــرق  قوطــی  درون  را  کلیــد 
را  قوطــی  پیچ‌هــای  پیچ‌گوشــتی  توســط 

ببندیــد.
روش دوم: نصب توسط چنگه

کلیــد را درون قوطــی بــرق قــرار داده و بــا 
ــا  ــد ت پیچ‌گوشــتی پیچ‌هــای چنگــه را ببندی

بــه طــور ثابــت در جــای خــود قــرار گیــرد.
6.اتصال درپوش شیشه‌ای 

درپــوش شیشــه‌ای را روی کلیــد قــرار دهیــد 
و آن را در جــای خــود محکــم کنیــد.

7.اتصال فیوز برق
در انتهــا فیــوز اصلــی بــرق را وصــل کنیــد و 

صفحــه شیشــه‌ای را لمــس نماییــد.

)جهــت نصــب دو کلیــد کنــار هــم فاصلــه 
ــرق بایــد 91mm باشــد.( مرکــز قوطی‌هــای ب

Touch & mobile control
Tempered crystal panel 
110 - 250VAC 50 / 60 Hz
6A per gang (Max.)
100,000 times at least
-25 ... +60 °C
≤ % 93
86 x 86 x 44 mm
Fluorescent, Energy savers, 
Incandescent & LED bulbs
CE, RoHS

Live
Load

Neutral

Contact Us
For more information please visit

nestech-automation.ir
support@nestech-automation.ir
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Tuya Smart Life برنامه
هوشــمند  کلید‌هــای  اتصــال  از  قبــل 
ـی  زیگبـ هوشــمند  هــاب   ،Nestech
iNest را بــه برنامــه Smart Life اضافــه 

ــد. کنی
بــا اســکن QR Code روبــرو  1. ابتــدا 
کنیــد،  دانلــود  را   Smart Life برنامــه 
در  جســتجو  بــا  میتوانیــد  همچنیــن 
نیــز   Google Play یــا  و   App Store

ایــن برنامــه را دانلــود کنیــد.

 ،Smart Life 2. پــس از اجــرای برنامــه
ــد  ــه Add Device را انتخــاب کنی گزین
و دکمــه اســکن   را لمــس کنیــد.

ــد  ــه هــای کلی 3. ســپس یکــی از دکم
Nestech را بــه مــدت 10 ثانیــه لمــس 
کنیــد تــا وارد حالــت Pairing شــود. در 
ایــن حالــت نشــانگر کلیــد شــروع بــه 

 . چشــمک زدن می‌کنــد

یافــت   Nestech کلیــد  وقتــی   .4
شــد آن را انتخــاب کنیــد تــا فرآینــد 

شــود. تکمیــل   Pairing

اســت  مشــخص  کــه  همانطــور   .5
بــه  موفقیــت  بــا   Nestech کلیــد 
شــده  اضافــه   Smart Life برنامــه‌ی 

اســت.

از طریــق  هــم اکنــون میتوانیــد   .6
 Nestech کلیــد ،Smart Life برنامــه

را از راه دور کنتــرل نماییــد.
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نقشه سیم کشی


