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معرفی محصول

ملاحظات
۱. توجــه داشــته باشــید کــه قبــل از نصــب پریــز، فیــوز اصلــی بــرق 

را قطــع کنیــد.
ــز  ــای پری ــه ترمینال‌ه ــق نقشــه سیم‌کشــی ب ــا را مطاب ۲. ســیم ه
ــان  ــا اطمین ــه ترمینال‌ه ــم ســیم‌ها ب ــد. از اتصــال محک وصــل کنی

حاصــل نماییــد.

ولتاژ
فرکانس

جریان
)évidente ابعاد )سری

)Refine & Crystal ابعاد )سری
دما

رطوبت

)۱( مکانیزم پریز
 )۲( کادر

)۳( رویه پریز 

مشخصات فنی
250V~
50 / 60 Hz
16A
82 x 82 x 41mm
86 x 86 x 41mm
-25 ... +60 °C
5 ... 95 %

(1)(2)

(3)

قطع فیوز برق.1 
اخطار

برای جلوگیری از خطر 
برق‌گرفتگی، قبل از نصب و 

استفاده این محصول فیوز برق 
را قطع نمایید.

تشخیص سیم‌ها .2 
ابتدا سیم‌های فاز، نول و ارت 

را مشخص کنید.

باز کردن رویه پریز.3 
رویه پریز را توسط پیچ‌گوشتی 

باز کنید.

سیم‌بندی پریز .4 
سیم‌های ارت، فاز و نول را به 

ترتیب به ترمینال‌های ارت، L و 
N وصل کنید.

ابزار‌های مورد نیازنصب پریز

سرسیمپیچپیچ‌گوشتی

Neutral
Live

Ground

قرار دادن مکانیزم در قوطی .5 
برق

روش اول: نصب توسط 
پیچ‌های قوطی برق

مکانیزم پریز را درون قوطی 
برق قرار داده و توسط 

پیچ‌گوشتی پیچ‌های قوطی را 
ببندید.

روش دوم: نصب توسط چنگه
مکانیزم پریز را درون قوطی 

برق قرار داده و پیچ‌های چنگه 
را ببندید تا به طور ثابت در 

جای خود قرار گیرد.

نصب کادر و رویه پریز  .6 
کادر تک خانه را روی مکانیزم 
قرار داده، سپس رویه پریز را 
روی مکانیزم گذاشته و پیچ 
رویه را با پیچ‌گوشتی ببندید.

اتصال فیوز برق.7 
در انتها فیوز اصلی برق را وصل 

کنید.
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Product Overview

(1) Mechanism
(2) Frame
(3) Cover

Parameters

Notes:

1. Before working on the product, please disconnect 
the power supply.
2. Attach wires according to the wiring diagram. Be 
sure the wires are fastened securely by the terminal 
screws in the back of the outlet.

Voltage
Mains frequency
Current rating
Size (évidente serie)
Size (Refine & Crystal serie)
Temperature
Humidity

250V~
50 / 60 Hz
16A
82 x 82 x 41mm
86 x 86 x 41mm
-25 ... +60 °C
5 ... 95 %

(1)(2)

(3)

1. Turn power off at circuit breaker!

Warning: May result in serious 
injury or death. Turn off power at 
circuit breaker before installing.

2. Identify wires

Identify the wires that should be 
connected to the terminal screws, 
includes Live, Neutral and Ground 
wires.

3. Remove the cover

Remove the cover with a screwdriver. 

4. Wiring

Connect the Ground wire to Ground 
terminal.
Connect the Live wire to L terminal.
Connect the Neutral wire to N 
terminal.

Tools You’ll Need

Ferrules ScrewdriverScrews

SCHUKO Socket Outlet Installation

Neutral
Live

Ground

5. Install the socket mechanism 
into the wall box

Method1: With wall box screws

Mount the socket mechanism into 
the wall box. Use the screws 
supplied to attach socket 
mechanism to the wall box using a 
screwdriver.

Method2: With claws

Mount the socket mechanism into 
the wall box with embedded claws. 
Tighten claw screws just enough to 
hold mechanism in place. Do Not 
Overtighten.

6. Mount the socket frame and 
cover
Mount the frame over the 
mechanism. Then, align the cover 
and tighten the screw.

7. Power on

Connect the power supply.

SCHUKO Socket Outlet Installation

Wiring Diagram

Single socket outlet

Double socket outlet

Live

Neutral

Live

Neutral

پریز تکی

پریز دوتایی


